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class 125 \
iron body silent check valve

Twin Disc ® Wafer Style ® Aluminum Bronze Disc
® Buna-N Seat ® Spring Actuated

Maximum Temperature to 200°F

Conforms to Specifications ANSI B16.1

MATERIAL LIST

PART SPECIFICATION
1. Body Cast Iron ASTM A-126 Class B
w/Buna-N Resilient Seat Molded to Body
2. *Disc Aluminum Bronze ASTM B-148 Alloy
95200
3. Spring Stainless Steel T-316 ASTM A-313
4. Disc Hinge Pin Stainless Steel T-316 ASTM A-276
5. Disc Stop Pin Stainless Steel T-316 ASTM A-276
6. Disc Thrust Bearing Stainless Steel T-316 ASTM A-240
7. Hinge Pin Retainer Steel W-920-W
8. Stop Pin Retainer  Steel wafer
9.

Lifting Eye Bolt Steel ‘
(Bolt not shown) x

*Size 14" thru 24" are nickel plated ductile iron ASTM A-536 as standard.
Aluminum bronze is optional.

DIMENSIONS — WEIGHTS

TS Nominal Dimensions Approx.
Size A B C D E Net. Wt.
2 2% 4 316 2% 17 5
2'% 2% 47/ 5he 3 2% 7
i 3 2% 5% ) 3" 2% 9
st cincle 4 % 6% 1 & I 13
3, 1 7
WDO W e 5 3% T%s 1% 5" 47 19
6 3% 8% 1% 6% 5% 26
8 5 11 1% 8% 7% 49
10 5% 13% 2% 107 9% 90
WARNING: : -
1 1
i S 2 Th % 2% a1 141
to a metal flange. Rubber flanges 14 7% 17% 3 14% 13 200
not acceptable.

2. These are not to be used as steam 16 7% 20 4% 16% 15 285
valves. 18 8 21% 5%  18% 17 325

3. val t to be used near
rockrocaing cif Caapiiiar " 20 8% 2 - 6w 20% 19 410
4. Install 3 to 4 pipe diameters mini- 24 8% 281 8% 24" 23" 725

mum downstream from pump dis-
charge or elbows to avoid flow tur-
bulence. Flow straighteners may
be required in extreme cases.

£ Twin Disc Check Valves can be installed horizontally or in the vertical
with flow up. CAUTION: For horizontal flow applications, the valve must
= nstzllec with dischinge pinin the vertical position, to insure proper operation
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